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James Hardie™ Fixing Matrix
James Hardie® Products

Secura™ Interior and Exterior Flooring

Matrix™ Cavity Trim to Frame

Matrix™ Panel to Cavity Trim

Stria™ Cladding

Axon™ Cladding**

Linea™ Weatherboard

Axent™ Trim 19mm

EasyTex™ Panel

Paslode Impulse Tools - Cordless

Paslode Impulse PowerVent-Li Nailer B20543P

Paslode Impulse CoilMaster B40001

Paslode Impulse IM250S-Li Straight Bradder B20710

*   ND Brads Face fixing suitable only in N1, N2, N3  
    & C1 wind conditions

** Suitable only for N1, N2, N3 & C1 wind conditions

Paslode Im
pulse  25 x 1.6m

m
 

C Series Brad Stainless Steel B20650

Paslode Im
pulse  50 x 2.0m

m
 

ND Brad Stainless Steel  B20665

Paslode Im
pulse 32 x 2.7m

m
 

Hot Dip Galvanised 0° Coil Nail B40027

Paslode Im
pulse 45 x 2.5m

m
  

Hot Dip Galvanised Ring 0° Coil Nail B40021

Paslode Im
pulse 50 x 2.5m

m
  

Hot Dip Galvanised Ring 0° Coil Nail B40022

Paslode Im
pulse 50 x 2.5 m

m
  

Stainless Steel Ring 0° Coil Nail B40024

Paslode Im
pulse 50 x 2.87m

m
  

CladFast Hot Dip Galvanised Ring B20548

Paslode Im
pulse 50 x 2.87m

m
  

DekFast Hot Dip Galvanised Ring B20557 or B20561V

Paslode Im
pulse 65 x 2.87m

m
  

DekFast Hot Dip Galvanised  Ring B20558 or B20562V

Paslode Im
pulse 75 x 3.06m

m
 

Hot Dip Galvanised D Head  B20569V

Guide only, please refer to current James Hardie Installation Guides for more information 
www.jameshardie.com.au
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James Hardie™ Fixing Applications Guide Sheet Product
James Hardie® External Cladding Products

PrimeLine® Weatherboard 

HardiePlank™ Weatherboard 

HardieFlex™ Sheet (4.5mm and 6mm) 

HardieTex™ Sheet (Blue Board) 

Ceramic Tile Underlay 

EasyTex / EasyLap (Cavity Fix)

EasyLap

Villaboard 

Paslode Impulse Tools - Cordless

Paslode Impulse PowerVent-Li B20543P

Paslode Impulse CoilMaster IM50S B40001

Paslode Impulse Straight Bradder B20710

Paslode Im
pulse 27 x 2.5m

m
Hot Dip Galv Ring 0° Coil Nail    *COM

ING SOON

Paslode Im
pulse 50 x 2.0m

m
 

ND Brad Stainless Steel  B20665

Paslode Im
pulse 32 x 2.7m

m
 

Hot Dip Galvanised 0° Coil Nail B40027

Paslode Im
pulse 45 x 2.5m

m
   

Hot Dip GalvanisedRing  0° Coil Nail B40021

Paslode Im
pulse 50 x 2.5m

m
  

Hot Dip Galvanised Ring 0° Coil Nail B40022

Paslode Im
pulse 50 x 2.5m

m
  

Stainless Steel Ring 0° Coil Nail B40024

Paslode Im
pulse 50 x 2.87m

m
 

CladFast Hot Dip Galvanised Ring B20548

Paslode Im
pulse 50 x 2.87m

m
 

DekFast Hot Dip Galvanised  Ring B20557 or B20561V

Paslode Im
pulse 65 x 2.87m

m
  

DekFast Hot Dip Galvanised  Ring B20558 or B20562V

Paslode Im
pulse 75 x 3.06m

m
 

Hot Dip Galvanised DHead B20569V

Guide only, please refer to current James Hardie Installation Guides for more information 
www.jameshardie.com.au
Do not overdrive the nail.
Use No Mar Contact attachment where required


